


CUT
AN

D
BREAK

Any
piece

ofstone
orconcrete

thatw
illfitin

the

jaw
s

can
be

broken
into

m
anageable

chunks.

Reinforcing
w

ires
are

cutusing
the

integralcutter

blades
(standard

on
allm

odels)and
then

crushed

clean
ofconcrete

form
axim

um
scrap

value.You

can
dism

antle
and

crush
concrete

structures
in

one.A
BAV

Crusheris
idealforuse

on
m

aterials

that,due
to

theirsize
orreinforcing,are

unsuitable
forstatic

crushing
plants.By

avoiding

the
use

ofstatic
crushers,you

can
save

on

transportand
reduce

the
w

orkspace
required

on

site
as

w
ellas

the
environm

entalnuisance
to

neighbouring
properties.

CRUSH
AN

D
REDUCE

You
m

ay
w

antto
re-use

yourm
aterialon

site
to

save
delays

and
costs

ofbought-in
hardcore,

delivered
to

site.You
m

ightalso
need

to
break-up

and
reduce

w
aste

concrete
in

orderto
getthe

m
axim

um
tonnage

into
tippers

orskips
leaving

the

job
site.Eitherw

ay,the
BAV

Crusheris
ideal.

RE-PROCESS
AN

D
REFIN

E

Although,ow
ing

to
its

open
jaw

configuration,the

BAV
Alligatorrange

do
notcrush

to
a

precise

grade,you
can

re-process
stockpiles

ofcrushed

m
aterialquickly

and
easily.Repeated

crushing
can

reduce
m

aterialdow
n

to
a

very
fine

grade.This

can
be

done
w

ith
yourold

yard
stockpile

oreven

in
situ

on
site

as
required.

Save
on

skip
hire.

Save
on

aggregate
and

hardcore
deliveries.

Save
on

m
anual

labourcosts.

Save
on

tim
e.

Costs
savings

on
a

37m
2

(400ft 2)patio
/paved

area

Extrem
e

crushing
pow

er.

Re-use
w

aste
stone

and
concrete

on
your

site,using
yourow

n
excavator.

Giantperform
ance

in
a

com
pactattachm

ent.

1.
Bolton

top
platesallow

use
on

a
varietyof

m
achines

2.
Pow

erfulram
w

ith
guard

w
orks

on
standard,

double
acting

auxiliaryhydraulics

3.
Allpivotpointsfitted

w
ith

hardened
steel

bushings
and

grease
pointsforeasy

m
aintenance

and
long

life

4.
Carbide

tipped
teeth

forexcellentw
earand

easy
replacem

ent

5.
Renew

able
re-barcutters

6.
M

ain
chassisand

jaw
platesin

HARDOX
400

m
aterialforultim

ate
strength

and
w

ear

resistance

Labour

£150

£100
£225

7T
hardcore

Skip
for6T

ofw
aste

Costs
savings

on
a

180m
2

(1946ft 2)patio
/paved

area

Labour

£720
£750

7T
hardcore

SAVE

+VAT
£475

SAVE

+VAT
£1470

d
e
s
i
g
n
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d
d
t
o
d
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AlligatorCrusherfor1.5
to

3.0
tonne

m
iniexcavators

M
ore

ofa
cutter-crusher,than

an
outrightcrusher,the

BAV1
enables

the

break-up
oflarge

debris
on

site.This
m

ay
be

to
m

ake
handling

and

rem
ovaleasier,orto

recycle
the

m
aterialon

the
job.

•
Tungsten

carbide
teeth

•
HARDOX

400
m

ain
plates

•
Reinforcing

w
ire

cutters

PRODUCT
DATA

W
eight:

150kg

Carrierexcavatorsize:
1.5

to
3.0

tonne
m

ini

Jaw
opening:

215m
m

Jaw
length:

340m
m

AlligatorCrusherfor18
to

28
tonne

full-sized
excavators

Tackle
anything

w
ith

the
BAV5.Itcan

handle
huge

chunksofm
aterial,

slice
through

reinforcing
w

ire
and

produce
a

grade
suitable

forre-use

on
site.It’s

idealforuse
on

big,tough,aw
kw

ard,orheavilyreinforced

pieces,w
hich

cannotbe
putthrough

statictype
crushing

plantsand
is

suitable
forboth

prim
aryand

secondarydem
olition

tasks.

•
Tungsten

carbide
teeth

•
HARDOX

400
m

ain
plates

•
Reinforcing

w
ire

cutters

•
Pow

erfultrunion
m

ounted
ram

PRODUCT
DATA

W
eight:

1460kg

Carrierexcavatorsize:
18

to
28

tonnes

Jaw
opening:

1000m
m

Jaw
length:

900m
m

The
N

EW
flagship

AlligatorCrusherfor30
to

50
tonne

excavators

The
m

onsterofthe
range,the

BAV6
is

a
form

idable
crusher.Its

m
assive

jaw
opening

is
perfectforresilient,aw

kw
ard

pieces,m
atched

by

exceptionalpow
erand

force
to

reduce
the

toughestchunk
to

rubble.

Tacklesthe
m

ostchallenging
m

aterialon
site

and
can

be
putto

w
ork

on
both

prim
aryand

secondarydem
olition

tasks.

•
Tungsten

carbide
teeth

-changed
in

m
inutes

•
HARDOX

400
m

ain
plates

•
Reinforcing

w
ire

cutters

•
Pow

erful120
tonne

force
ram

•
M

ASSIVE
jaw

opening

PRODUCT
DATA

W
eight:

4000kg

Carrierexcavatorsize:
30

to
50

tonnes

Jaw
opening:

1200m
m

Jaw
length:

1200m
m

AlligatorCrusherfor2.5
to

9.0
tonne

m
ini&

m
idiexcavators

This
m

iniorm
idiexcavatorm

ounted
crusher,can

do
the

lot.The
BAV3

can
break-up

large
chunks

ofm
aterial,cutreinforcing

w
ire

and
can

also
produce

a
grade

suitable
forre-use

on
site.This

is
all-in-one

recycling
toolis

idealforany
confined

site
w

here
the

processing

pow
erofa

full-sized
m

achine
is

required.

•
Tungsten

carbide
teeth

•
HARDOX

400
m

ain
plates

•
Reinforcing

w
ire

cutters

PRODUCT
DATA

W
eight:

365kg

Carrierexcavatorsize:
2.5

to
9

tonne
m

ini&
m

idi

Jaw
opening:

290m
m

Jaw
length:

600m
m

AlligatorCrusherfor9.0
to

16
tonne

full-sized
excavators

This
excavatorm

ounted
crusher,is

a
greatall-rounder.The

BAV4
is

pow
erfulenough

to
break

up
large

chunks
ofm

aterialand
cutstraight

through
reinforcing

w
ire,producing

recyclable
grade

m
aterialon

site.

Idealofuse
on

tough,aw
kw

ard,orheavilyreinforced
pieces,w

hich

cannotbe
putthrough

static
type

crushing
plants.

•
Tungsten

carbide
teeth

•
HARDOX

400
m

ain
plates

•
Reinforcing

w
ire

cutters

PRODUCT
DATA

W
eight:

1060kg

Carrierexcavatorsize:
10

to
16

tonnes

Jaw
opening:

500m
m

Jaw
length:

795m
m

b
a
v
-
m
i
c
r
o
-

b
a
v
-
3
-

b
a
v
-
1
-

b
a
v
-
4
-

b
a
v
-
5
-

b
a
v
-
6
-

w
w
w
.
b
a
v
c
r
u
s
h
e
r
s
.
c
o
.
u
k
-

v
i
s
i
t
-

The
sm

allestAlligatorCrusher,

for0.5
to

1.5
tonne

m
icro

&
m

iniexcavators

Sm
all,butstilldeadlyas

faras
concrete

is
concerned.The

BAVm
icro

is

packed
w

ith
allthe

featuresyou’d
norm

ally
expectin

largerBAVs,to

m
ake

easy
w

ork
ofdem

olition
and

recycling
on

the
m

ostcom
pactand

dem
anding

sites.

•
Tungsten

carbide
teeth

•
HARDOX

400
jaw

plates

•
Reinforcing

w
ire

cutters

•
Plus

90
degree

free
rotation

ofjaw
s

to
allow

use
on

both
verticalcolum

ns
&

also
on

horizontalbeam
s.

PRODUCT
DATA

W
eight:

70kg

Carrierexcavatorsize:
0.5

to
1.5

tonne
m

icro
&

m
inidiggers

Jaw
opening:

160m
m

Jaw
length:

200m
m

Jaw
rotation:

90
deg


